List of gas engine CHPs - Biogas

upb energy

Products
Power Effieciency
Weight approx. dimensions
CHP Engine electr. therm. fuel electr. therm. total
kw kw kw % % % kg LWHmm
UPB 4.12 TC-B-I MWM 45 67.5 133 33.8 50.8 84.6 1900 2300 / 980 / 1800
UPB 924TC-B-I Liebherr 75 110 214 35.0 51.2 86.2 3200 3420 / 1360 / 2100
UPB 924TC-B-IE Liebherr 90 115 250 36.0 46.1 82.1 3200 3420 / 1360 / 2100
UPB 926TC-B-I Liebherr 125 174 346 36.1 50.3 86.4 3600 3820 / 1360 / 2100
UPB 926TC-B-E Liebherr 150 189 410 36.6 46.0 82.6 3600 380 / 1360 / 2100
UPB 944TC-B-IE Liebherr 156 166 399 39.1 41.6 84.0 3600 3820 / 1360 / 2100
UPB 9408TC-B * Liebherr 190 280 544 34.9 51.5 86.4 5000 4200 / 1550 / 2500
UPB 946TC-B-IE Liebherr 235 250 606 38.8 41.2 80.0 4300 4400 / 1550 / 2500
UPB 9408TC-B-I  * Liebherr 250 342 685 36.5 49.9 86.4 5000 4200 / 1550 / 2500
UPB 9408TC-B-IE  * Liebherr 280 346 757 37.0 45.7 82.7 5000 4200 / 1550 / 2500
UPB 9508 TC-B-IE Liebherr 331 348 846 39.1 41.1 80.2 5300 4200 / 1550 / 2500
UPB 9512 TC-B-IE Liebherr 500 522 1239 40.4 421 825 8000 5200 / 2200 / 2800
* - units might not be available from 2019
P thermal - Exhaust cooling to 150°C, tolerances + 8%
Fuel - Gas fuel tolerances * 5%
Emissions - German "TA-Luft"
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